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Smart Pro500x1000-P1.953/P2.6/
P2.976/P3.91

19.7"x39.4" (500x1000mm) 30Ibs(13.8kg)

Flex Pro 500x1000 - P1.562/P1.953/P2.6/
P2.976/P3.91

19.7"x39.4" (500x1000mm) 30Ibs(13.8kg), front and rear

maintenance option
Suitable for P1.562/P1.953/P2.6/P2.976/P3.91 indoor/outdoor

Straight/curved, rear maintenance
Suitable for P2.976, P3.91,P4.81 indoor/outdoor

Excellent for virtual productions, tour, XR, studio, stage, etc.

Modular design, straight&curve, function box, corner protection optional, hub design

>=3840hz refresh rate, beautiful color, brightness and gray level

Flex Pro 500x500 -P1.562/P1.953/
P2.6/P2.976/P3.91

19.7"x19.7" (500x500mm) 17.61bs(8kg), front and rear maintenance option

Suitable for P1.562/P1.953/P2.6/P2.976/P3.91 indoor/outdoor

Excellent for virtual productions, tour, XR, studio, stage, etc.

Modular design, straight&curve, function box, corner protection optional, hub design

>=3840hz refresh rate, beautiful color, brightness and gray level
Can be used with Flex Pro 500x1000 together

Auto free voltage 100v-240v power supply
16 bit gray level
Neutrick Power-con in/out, Ether-con in/out

Smart Pro 500x500 - P1.953/P2.6/

P2.976/P3.91

19.7"x19.7" (500x500mm) 17.61bs(8kg)
Straight/curved, rear maintenance
Suitable for P2.976, P3.91,P4.81 indoor/outdoor

] . . - ] Pixel Pitch| Pixels | LED Type Scan Way Brightness
Pixel Pitch| Pixels LED Type Scan Way Brightness
, — — 7 = . P3..91 128x256| SMD2020 1/16 =1000 Nit
i b i P2.976 |168x336] SMD2020 1/28 >1000 Nit
P2.976 |[168x336 SMD2020 1/28 =1000 Nit Indoor P2 6 199384 SED1415 e T8 s
Ioqr | ®2:8 [ISZAORH OB o =LA N P1.953 |256x512| SMD1415 | 1/32 or 1/16 | =1000 Nit
P1.953 |256x512 SMD1415 1/32 or 1/16 | =1000 Nit P4, 81 104x208| SMD1921 /13 = 4800 Nit
P1.562 |[320x640 SMD1415 1/32 or 1/16 | =1000 Nit Outdoor })3' 91 128x256| SMD1921 l:-“’l6 > 4500 -\lit
})3'.91 128x256 gmmgzl 1715 — 1500 it P2.976 |168x336] SMD1415 1/28 =4000 Nit
Gt i P2.976 |[168x336 SMD1415 1/28 =4000 Nit
9. 6 2x38: SMD1415 / >135 i
= t_’ 192381 ‘_;MDl M:_) e . 1000 Nit =>3,840Hz Refresh rate/60h Frame Rate
P1.953 |256x512 SMD1415 1/32 or 1/16 | =3000 Nit

=3,840Hz Refresh rate/60h Frame Rate
Auto free voltage 100v-240v power supply
16 bit gray level

Neutrick Power-con in/out, Ether-con in/out

Pixel Pitch | Pixels LED Type Scan Way Brightness
53 91 78x128 SHDZ020 716 =1000 Nit Pixel Pitch| Pixels | LED Type Scan Way Brightness
P2.976 [168x168 [ SMD2020 1/28 =1000 Nit P3.91 ]128x128) SMD2020 1/16 =1000 Nit
Indoor P2.6  [192x192 | SMD1415 1/32 =1000 Nit Y |E2810 |1RAx108| oHI2020 1/28 =1000 Nit
P1.953 |256x256 | SMD1415 1/32 or 1/16 | =1000 Nit P2.6  |192x192) SMD1415 1/32 =1000 Nit
Pl. 562 320x320 SMD1415 1/32 or 1/16 | =1000 Nit P1.953 |[256x256] SMD1415 1/32 or 1/16 | =1000 Nit
P3.91 |[128x128 | SMD1921 1/16 =4500 Nit P4.81 |104x104| SMD1921 1/13 =4800 Nit
outdoor |_P2-976 [168x168 | SMD1415 1/98 =1000 Nit Outdoor| p3.91 |128x128| SMD1921 1/16 =4500 Nit
P2. 6 192x192 SMD1415 1/32 =3500 Nit P2.976 |[168x168| SMD1415 1/28 =4000 Nit
P1.953 |[256x256 | SMD1415 1/32 or 1/16 | =3000 Nit




Xpo P1.25/P1.54/P1.66/P1.86/

P2.0/P2.5/P4.0

25.2"x18.9" (640x480mm) 15bs(7kg), 4:3 Ratio, front service

Excellent for wall mounting installation, popular use for church, store, nightclub etc

Can hang on the truss or put on the floor too

Pixel Pitch| Pixels | Module Pixel| LED Type | Module Size | Scan Way
P1.25 | 512X384 | 256X128 | SMD1010 | 320X160mm 1/64
P1.54 | 416X312 | 208X104 | SMD1010 | 320X160mm 1/52
P1.667 | 384X288 192X96 SMD1010 | 320X160mm 1/48
P1.86 | 344X258 172X86 SMD1515 | 320X160mm 1/43
P2.0 320x240 160x80 SMD1515 | 320X160mm 1/32
P2.5 256x192 128x64 SMD1515 | 320X160mm 1/32

P4 160x120 80x40 SMD2121 | 320X160mm 1/16

=3,840Hz Refresh rate/60h Frame Rate
Auto free voltage 100v-240v Power Supply
16 bit Gray Level

Neutrick Power-con in/out
Ether-conin/out

Vista 640

640x360mm, small pixel for all commercial display applications for P1.25/P1.53/1.86/P2.5
16:9 ratio, six-direction alignment, front maintenance, high-performance receiving card

Fine die-casting aluminum cabinet

Pixel Pitch Module Pixels | Module Size LED Type Brightness
P1..25 512x288 320X180mm Black SMD1010 =800 Nit
P1.:53 416x234 320X180mm Black SMD1212 =800 Nit
P1. 86 344x192 320X180mm Black SMD1515 =800 Nit
P25 256x144 320X180mm Black SMD1515 =600 Nit

3840Hz Refresh rate/60h Frame Rate
Auto free voltage 100v-240v Power Supply
14 bit Gray Level

WallX P2.6/P2.976/P3.91

Suitable for P2.6/P2.976/P3.91, excellent for wall mounted installed

Multi Size

Size

Weight

39.47x19. 77 (1000x500mm)

26. 41bs ( 12kg)

39.47x9. 85" (1000x250mm)

13. 51bs (6. 2kg)

29. 6"x9. 85" (750x250mm)

10. 51bs ( 4. 8kg)

19. 7"x19. 77 (500x500mm)

13.5 1bs( 6. 2 kg)

Multi Angle: 0-45 degree

Pixel Pitch Pixels LED Type | Scan Way | Brightness
P2. 6 384x192 | SMD1515 1/16 =1200 Nit

P2. 976 336x168 | SMD2121 1/28 =1300 Nit
P3.91 256x128 | SMD2121 1/16 =1400 Nit

23,840Hz Refresh rate/60hz Frame Rate
Auto free voltage 100V-240V Power Supply
16 bit Gray Level

PowerCon in/out,Ethercon in/out

Xtreme UHD
P0.9/P1.25/P1.56/P1.875
SMD/COB/GOB

23.6"x13.3"x2.2” (600x337.5x55mm) 11Ibs(5kg),

16:9 Ratio, high contrast
Front service, modular maintenance, very easy to install
Excellent performance for meeting room, convention,

TV, studio etc

Small Pixel P1.25/P1.56/P1.875 SMD

Pixel Pitch Pixels LED Type Module size Module Pixel Scan Way
P1. 25 480x270 SMD1010 150x168. 75 120x135 1/45
P1. 56 384x216 SMD1010 150x168. 75 96x108 1/54
P1.875 320x180 SND1515 300x168. 75 160x90 1/45
Xtreme 0.9/P1.25 COB, high protection, anti-damage
Pixel Pitch Pixels LED Type Module size Module Pixel Scan Way
P0.9 640x360 COB 1R1GIB 150X56. 25mm 160x60, 4x2 1/60
P12 480x270 COB 1R1GIB 150X56. 25mm 120x45, 4x2 1/45
PL.5 400x225 COB 1R1GIB 150X56. 25mm 100x37, 4x2

1/36




Transparent LED Screen Indoor/Outdoor

39.4"x19.7"x3.1" (1000x500mmx8mm) 12.7 Ibs(5.8kg)
Width: P3.91, Height: P7.82 indoor outdoor use
Module Size: 125x500mm

FB960-Front Service Outdoor Billboard

960x960mm, IP66 outdoor billboard for P5.7/P6.6/P8/P10
Aluminum material, high strength
Super stable, Super light, Super bright, Super energy-saving, and Super safe

Widg.l P}ilxel ]leiggt, Pli]xels Pixels | LED Type | Scan Way| Brightness
1tc S Pixel Pitch Module Pixels | Module Size | Module Refresh Rate Brightness
Outdoor LEDs| P3.91 P7. 82 256x64 | SMD1921 | 1/8 | =4000 Nit
= 2 : = P5. 7 168x168 | 480x320mm 84x56 >6000 Nit
Indoor LEDs |  P3.91 P7. 82 256x64 | SMD2121 | 1/8 | =1200 Nit \ — \ ‘
P6. 6 145x145 480x320mm T2x48 =6000 Nit
=3,840Hz Refresh rate/60h Frame Rate P8 120x120 480x320mm 60x40 =6000 Nit
Auto free voltage 100v-240v Power Supply P10 96x96 480x320mm 48x32 >6000 Nit

16 bit Gray Level
Neutrick Power-Con in/out
Ether-con in/out

3840Hz Refresh rate/60h Frame Rate
Auto free voltage 100v-240v Power Supply
16 bit Gray Level

Billboard Series

Ip65 outdoor billboard for P4/P5/P6/P8/P10
Customized for different double size screen

Corner Panel P2.6/P2.9/P3.9

Corner 45 degrees/Straight/Curved 15 degrees/Magic Cube, all in 1
19.7"x19.7" (500x500mm) 17.61bs(8kg)

Suitable for P2.6, P2.976, P3.91,P4.81,P5.95 indoor/outdoor, curve . . . . . ] .
Pixel Pitch | Module Pixels | Module Size LED Type Scan Way | Brightness
Pixel Pitch | Pixels LED Type | Scan Way | Brightness - Sl - - - =a000 Nit
P5 64x32 320x160mm SMD1921 1/8 =5000 Nit
P2.6 192x192 | SMD1515 1/32 | =1000 Nit P6 32x32 192x192mm SMD3528 1/8 =6000 Nit
Indoor P2.976 168x168 SMD2121 1/28 =1000 Nit P8 32x16 256x128mm SMD3535 1/4 =6000 Nit
P3.91 128x128 SMD2121 1/16 =1000 Nit P10 16x16 160x160mm SMD3535/DIP 1/2 =6000 Nit
P3.91 128x128 SMD1921 1/16 =4000 Nit
Outdoor
P4. 81 104x104 SMD1921 1/13 =4000 Nit

=1,920Hz Refresh rate/60h Frame Rate
Auto free voltage 100v-240v Power Supply
=3,840Hz Refresh rate/60h Frame Rate 16 bit Gray Level
Auto free voltage 100v-240v Power Supply
16 bit Gray Level

Neutrick Power-Con in/out

Ether-con in/out

ARTFOX:#



Soft Screen Customized Any
Design-Soft Module

Flex for any irregular shaped screens
Concave, convex, round, column, S shaped
Front service with magnetic module

Light, thin, easy installation, plug and play

LED Dance Floor - P2.9/P3.91/P4.81/P6.25

19.7"x39.4" (500x1000mm) 25.2Ibs(12kg)

Optional built-in reactive LED screen dance floor
P2.9,P3.91,P4.81,P6.25

Easy to setup and unset-up, can take out one panel outin the middle

Design without limitation Pixel Pitch Pixels LED Type Scan Way | Brightness
P2.9 168x336 SMD1921 1/28 =4000 Nit
Pixel Pitch Pixels LED Type Scan Way Brightness P3.91 128x256 SMD1921 1/16 =4000 Nit
P1. 875 128x64 SMD1010 1/32 | =1000 Nit P4. 81 104x208 | SMD1921 1/13 | =4500 Nit
P2 120x60 SMD1515 1/30 =1000 Nit P6. 25 80x160 SMD3535 1/7 =4500 Nit
P2:5 96x48 SMD1515 1/24 =1000 Nit
- k . R— - 20 =1000 \'? =3,840Hz Refresh rate/60h Frame Rate
i Sl Ll l/_ . L Auto free voltage 100v-240v Power Supply
P4 60x30 SMD2121 1/15 =1000 Nit 16 bit Gray Level

Neutrick Power-Con in/out
Front Magnet Ether-con in/out
23,840hz Refresh Rate
16bit Gray Level

-140 to 140 degree Viewing Angle

LED Poster P1.8/P2/P2.5 - Cloud Screen LED Stadium P5/P6/P8/P10

75.6"x25.2"x1.38" (1920x640x35mm), 71lbs (32kQ) Fast maintenance and replacement, can replace modules
Play all together on cloud by internet, excellent for advertise if any problem
very easy to operate Soft module mask is equipped to protect the LEDs

Controlled by phone App, computer, Wi-Fi, USB connection, 4G, Cloud

Pixel Pitch| Pixels LED Types Scan Way Brightness
P1.875 |1024x340 SMD1515 1/45 =1000 Nit
P2 960x320 SMD1515 1/27 =1000 Nit
2.5 T68x256 | SMD2121/SMD1515 1/28 =1000 Nit
Pixel Pitch|Module Pixels Module Size LED Type Cabinets size Cabinets pixel Brightness
23 840 HZ RefreSh Rate!BOh Frame Rate P5 64x32 320x160mm SMD1921 960x960mm 192x192 25500 Nit
Auto free voltage 100v-240v Power Supply P6 32x32 192x192mm SMD3535 960x960mm 160x160 =6500 Nit
16 bit Gray Level P8 40x20 320x160mm SMD3535 960x960mm 120x120 =6500 Nit
P10 32x16 320x160mm SMD3535 960x960mm 96x96 =6500 Nit

>1,92Hz Refresh rate/60h Frame Rate
Auto free voltage 100v-240v Power Supply
16 bit Gray Level




Video Processor

Sky Beam 14RX

Style Feature/Inputs/Outputs Light Source 295W R14 lamp, 1,500 hours lifespan
V-WIFI2408 4 ports, with sending card inside Brightness 986,000 lux @5m
Support HDMI, VGA, DVI, SDI input, support PIP Beam Angle 1.8°
Color Wheel 13 colors + open
300 ‘nfith one s.onding ca‘g‘cl which\havo 8 po\rts, maximum carry 8 million pixels Gobo Wheel ST B S —— VS S——
Support 4K and 2K signals, Support 16 ports output
Prism 2 prisms wheel
Support 2pes 4K and 4pces 2K signals 1st Prism Wheel 16 facet circular prism, 6 facet linear prism,
#:-1600 Support maximum 16 million pixels 12+6 honeycomb prism
Support 32 ports output 2nd Prism Wheel 32 facet circular prism, 6 facet linear prism,
24+12+6 honey comb prism
Outputs: Inputs: Erost Firaas
6x Ethernet ports 3G-SDI input and Loop i )
VP6 Maximum support 3.9 million pixels HDMI1. 3 input and Loop Ralnb.ow Effects 6 color ralnbow.effects :
9x Fiber Opt ond HDMIL. 3 m Running Mode DMX(18CH), wireless DMX(optional), auto-run,
DVI input and Loop sound active, master/slave
GenLock Power 360W, 90-240V AC
Outputs: o Size and Weight 12.6"x9"x21"(350x343.5x565mm) 38.41bs(15.5kgs)
10x Ethernet ports 3G-SDI input and Loop Keywords:
VP10 Maximum support 6.5 million pixels HDMI1. 4 input and Loop L ECSH Super bright and strong beam, 6 Prisms, 15 Prisms Effects, Rainbow Effects,
2x Fiber Opt 2nd HDMI1. 4 L S D Dynamic Gobos
DVI input and Loop
GenLock
Insert card design, customized design
Output card options: S ky B e a m 1 8 R
Support 26 millions pixels
Maximum 2x20 ports output or 16 ports + 2 Fiber out
VPro-U2 Light Source Osram SIRIUS HRI 382W R18, 25000 hours lifespan
Input card options(4 cards maximum): Brightness 8,500k, 1,400,000lux@5m
4xDVI, 2xHDMIL. 3+2xHDMI1. 4, 1xHDMIZ. 0+1xDP1.2, 2xEthernet, 4x3G-SDI, Beam Angle 1.6°, big size lens
2XCVBS+2xVGA, 4xVGA, 2xDPL. 1, 1xDPL. 2, 1x126-SDI (+Loop), 1xHDMI2.O, ColorWhesl 13 colors + open
518 Liheamtnptionnl Gobo Wheel 9 fixed gobos + 4 dynamic gobos + open
Mo tos icardd el Prism 2 prisms wheel
1st Prism Wheel 8 facet circular prism, prism rotating
Insert card design, customized design 2nd Prism Wheel 6+12+24 honey comb prism
Frost Linear
?utp“t C‘alrd (_)pti_onS: ) Rainbow Effects 6 color rainbow effects
;Ei{fgigl ji Zél;;f:qpéiéit or 16 portesd Bibar-ont Running Mode DMX(18CH), wireless DMX(optional), auto-run,
VProls sound active, master/slave
Input card options(10 cards maximum): Power 550W, 90-240V AC
4xDVI, 4xHDMI, IxHDMIZ.0+1xDPL.2, 2xRJ45 IP, 4x3G-SDI, 2xCVBS+2xVGA, Size and Weight 12.6"x9"x21"(350x343.5x565mm) 40Ibs(18.2kgs)
4xVGA, 2xDP1.1, 1xDPI.2, 1x12G-SDI, 1xHDMIZ2.0, STD I/0 card optional
Keywords:
Monitor card optional 382W, super bright and strong beam, 2 Prism Wheels,Rainbow Effects,

Dynamic Gobos



Sky Beam LED 300W

Light Source

300W white ,20,000 hours lifespan

Light Source

Matrix Hybrid CMY

350W/450W (optional) cool white LED engine,

Around LEDs 16x10W RGBW LEDs average 50,000 hours lifespan, 8,000K
Brightness 520,000 lux @5m Beam Angle 4°-36°
Beam Angle 3 Prism 2 rotating prisms
Color Wheel 7 colors + open (6 facet linear, 3 facet circular)
Gobo Wheel 8 fixed gobos + open, 7 rotating gobos + open Gobo Wheel 12 fixed + open, 7 rotating/replaceable + open
Prism 2 prisms(16 prisms + 8 prisms) Color Wheel Open CTO, half-color and rainbow effect
Dimmer 1-100% Color Temperature 3,200 -5,600k optional
Frost Linear Frost Wash
Focus Linear focus Running Mode DMX(23CH), RDM
Color Effect Circular 16x10W RBGW LEDs Power 400W, 90-240V AC
Strobe Rate 0-20Hz Size and Weight 13.5"x15.7"x27.1"(345x400x690mm)
Running Mode DMX(18CH/25CH) 52.8 Ibs(24kgs)
Pan/Tilt Range Pan: 540° Tilt: 270°
. : " ,. " Keyword:
=iEGanCveIgTt el e iy Full CMY Color Mixing, Beam Wash Spot 3-in-1, 2 Rotating Prisms, 3D Effects,
34.6 1bs(15.7kgs) 2 Gobo Wheels
Keyword:

Bright LED beam, Circular LEDs for Wash, Two Gobos Wheel,
Easy toreplace Gobo

Outman Beam 18R/22R Matrix Profile M3

LED 700W/1000W, 50,000 hours lifespan, 8,000K

Light Source 18R: 371W R18 lamp, 22R: 46 1WR18 lamp Light Source

Brightness 1,250,000 lux @5m for 18R, 1,600,000 lux @5m for 22R Framing 4 groups, 8 directions framing light cutting
Beam Angle 2" CMY Yes

Color Wheel 13 colors +open Iris Yes

Gobo Wheel 13 fixed gobos+open CTO Yes

Prism Two prisms wheel: 16 and 8 facet circular prism Color Wheel 7 color + open

Frost Linear 3 gobo wheels

IP Rate IP65 outdoor Gobo Wheel (8 fixed gobos + open, 7 rotating gobos + open,
Running Mode  DMX(16CH), autorun, sound active, master/slave flame gobo + watermark gobo)

Power 550W for 18R, 640W for 22R 90-240v AC Prism 2 prisms(6 facet linear, 3 facet circular )

Size and Weight 29"x16.5"x11”(740x420x280mm) 70Ibs(32kgs)

Motorized Zoom

Frost

10:1 zoom, 4-52° iris
Light frost-motorized

Running Mode DMX(36CH), auto-run

Keywords:
Size and Weight  16.97x10.7"x29.4"(428x272x749mm) 84.7 Ibs(38.2kgs)

Super Bright Outdoor Beam, Compact Size, IP65 Outdoor Waterproof

Keyword:
LED 700W, Framing light cut, CMY, CTO, Iris, Animation Gobos, Linear Zoom



Matrix Profile 600

Light Source
Beam Angle
Color Wheel
Gobo Wheel
Prism
Frost

Running Mode

IP Rate
Power

550w or 800w LED 6500K

6° to 45°

7 colors + white

7 gobos + rotating; 8 gobos + fixed

2 prisms wheel

Wash

DMX(36/50/57CHs), Wireless DMX(optional),
auto-run, sound active, master/slave

IP20

100-240V, 50/60Hz, max 1088W

Light Source
Brightness
Beam Angle
Gobo Wheel
Color Wheel
Prism

Frost

Focus
Strobe Effect

Hybrid LED 350W

350W LED, 8,000k, 50,000 hours lifespan

25,000 lux @5m for 6° beam angle

6°- 36°

Fixed gobo wheels +1 glass replaceable gobo wheels
7 colors + white, color fine turning

8 facet rotating prism (2 directions)

Linear

Motorized focus and variable dimming curves

Flicker free operation for broadcast TV and film

Running Mode DMX(16CH/18CH), sound active, auto-run,

Date In/Out Socket 5Pin XLR In/Out master/slave with RDM

Size and Weight 12.6"x9"x217(350x343.5x565mm)
38.41bs(15.5kgs)

Power 3 phase motor on pan/tilt
Size and Weight 15.4"x8.7"x23.2” (393x220x590mm)
34 1bs(15.50kgs)

Keyword: - o N Keyword:
Beam Wash Spot Profile 4-in-1, Dimming, CMY color mixing Beam Spot Wash Hybrid 3-in-1, Linear Zoom, Easy to change Gobo

Profile H350

Hybrid LED 275W

Light Source

275W cool white LED

Light Source
Brightness

350W LED, 8,000k, 50,000 hours lifespan
26300LUX@5m at White light zoom in,
950LUX@5m at White light zoom out

Brightness 24,000 lux equally light spot @5m at4° Beam Angle 8°- 36°
beam angle Gobo Wheel 1 rotation gobo wheel: 7 gobos + white, wheel
Beam Angle Linear zoom 4°-30° rotation and shake
Color Wheel 7 colors + open Color Wheel 7 colors + white, color fine turning, rotation with
Gobo Wheel 8 fixed gobos + open, 7 rotating gobos + open variable direction and speed
Prism 8 facet circular prism Prism 8 facet rotating prism
Linear LED linear dimming Frost Linear
Frost Linear Focus Motorized focus and variable dimming curves

Running Mode
Size and Weight

DMX(16CH/18CH), auto-run
12.6"x8.7"x18.9"(320x220x480)
29.71bs(16.50kgs)

Strobe Effect

Running Mode

Flicker free operation for broadcast TV and film
DMX(26CH), sound active, auto-run, master/slave
with RDM

Power 3 phase motor on pan/tilt
Keyword: Size and Weight 15.4"x8.7"x23.2" (393x220x590mm)
Compact and Bright, Very easy to replace Gobo, Beam Spot Wash Hybrid 34 Ibs(15.50kgs)
Keyword:

Beam Spot Wash Profile 4-in-1, Linear Zoom, Easy to change Gobo.



Beam Wash 19EX

Light Source
Pixel Tech
Beam Angle
Zoom

Pan/Tilt Range
Dimmer
Running Mode

Size and Weight

19x20W RGBW Osram LEDs

3 round sections LEDs

5.5%-55°

Motorized linear zoom system

540°/270°, 8/16 bit movement

16 bit dimming curve

DMX(20CH/28CH), auto-run, sound active,
master/slave
13”"x10.16"x15.75”(329x258x396mm)

21 1bs(9.5kgs)

Solar 19

Light Source 19x40W Osram RGBW 4-in-1 LEDs
Brightness 39,500 lux@5m, 16.4ft, 6°
Motorized Zoom 2,860 lux@5m, 16.4ft, 49°

Pixel Tech 6°- 45° linear

Running Mode 3 round sections LEDs

Date In/Out Socket DMX(19/27CH), RDM, auto-run
Size and Weight 3 pin and 5 pin XLR DMX in/out

14.9"x11.5"x18.3"(380x392x466mm) 35.2|bs(16kgs)

Keyword:
Beam Wash 2-in-1,19x40W, Zoom 6°- 49°

Keyword:
Beam Wash 2-in-1, 19x20W RGBW Leds, Linear Zoom, Pixel Tech

Solar 12

Light Source 12x40W Osram RGBW 4-in-1 LEDs
Brightness 25,400 lux@5m, 16.4ft, 6°
1,910 lux@5m, 16.4ft, 49°
Motorized Zoom 6°-45°
Pixel Tech 3 round sections LEDs
Running Mode DMX(19/31CH), RDM, auto-run
Date In/Out Socket 3 pin and 5 pin XLR DMX in/out
S o I a r I P 1 9 Wa te r p ro of Size and Weight 7.7"x6.5"x13.1" (195x166x334mm) 13.21bs(6kgs)
Keyword:

Light Source 19x40W Osram RGBW 4-in-1 LEDs Beam Wash 2-in-1, 12x40W RGBW, Pixel Tech

Brightness 32,600 lux@5m, 16.4ft, 3.5°
2,040 lux@5m, 16.4ft, 50°

Motorized Zoom
Pixel Tech
Running Mode

3.5°-50° linear

3 sections circle control

DMX(19/27CH), RDM, Auto-run, Master-slave,
Sound-active

Solar 7

Light Source

7x40W RGBW 4-in-1 LEDs

IP Rate IP65 waterproof Beam Angle 6°-45°
Date In/Out Socket 3 PIN and 5pin XLR DMX In/Out Motorized Zoom 6°- 45°linear
Power-CON TRUE1 Power In/Out Dimmer 0-100%
Size and Weight 17.1"x11.7"x20.97(434x298x530mm) Pan/Tilt Range 540°/270°(8/16 bit)
48.51bs(22kgs) Running Mode DMX(17CH), RDM, auto-run, master/slave, music
Date In/Out Socket 3 pin XLR
Size and Weight 7.7"x6.5"x13.1" (195x166x334mm) 13.2lbs(6kgs)

Keyword:
Beam Wash 2-in-1, 19x40W RGBW Leds, IP 65, Linear Zoom, Pixel Tech

Keyword:
Beam Wash 2-in-1, 12x40W RGBW, Pixel Tech



Solar Eye K19

Light Source 19x40W Osram RGBW LEDs,
average 60,000 hours lifespan
Effect Beam wash Kaleido effects 3-in-1
Pixel Tech Each pixel can be controlled individually
Beam Angle 6°-45°
Dimming 16 bit
Motorized Zoom 3°- 45° linear
Running Mode DMX(21/23/35/78/92/97/99CH), RDM
Date In/Out Socket 3 pin and 5 pin XLR DMX in/out
Size and Weight 14.9"x11.5"x18.3"(380x392x466mm)

35.21bs(16kgs)

Keyword:
Beam Wash Kaleido Effects 3-in-1, 19x40W RGBW Osram LEDs, Pixel Tech

Solar Eye K24

Light Source 24x60W Osram RGBW LEDs,
average 60,000 hours lifespan
Effect Beam wash Kaleido effects 3-in-1
Pixel Tech Each pixel can be controlled individually
Brightness 78,900 lux@5m, 16.4ft, 3.5°
3,880 lux@5m, 16.4ft, 49°
Dimming 16 bit
Motorized Zoom 3°-49°
Running Mode DMX(20/24/32CH), RDM
Date In/Out Socket 3 pinand 5 pin XLR DMX in/out
Size and Weight 17.3"x14.6"x18.8"(440x370x477mm)

45.11bs(20.5kgs)

Keyword:
Beam Wash Kaleido Effects 3-in-1, 24x60W RGBW Osram LEDs, Pixel Tech

Matrix 360

Light Source

Brightness

Beam Angle

Effect

Running Mode

Size and Weight

Keyword:

25x15w RGBW 4-in-1 LEDs, 100,000 hour average life G T
77,344 LUX 7,185 FC @3.3 (1m) ""‘lv\w\iu\u
Cwewe
CuLwe
eLewLe
ceeeaes

70,370 LUX 6,537 FC @6.6 (2m)

54,413 LUX 5,055 FC @9.8 (3m)

40,505 LUX 3,763 FC @13.1 (4m)

29,722 1LUX 2,761 FC @16.4 (5m)

4°

Individual pixel control, strobe and select-able
dimming curve

DMX(16/37/112CH), sound active, auto-run,
master/slave

19"x13.8"x23" (481x350x583mm)

42 Ibs(19kgs)

Pixel Mapping, 25x15w RGBW, Infinity Pan & Tilt, Letter and Number.

LED Blinder COB

Light Source
Strobe
Dimmer
Electrical

4x100W 3,200K/5,600K LED COB, 50,000 hours lifespan
Strobe effect (1-18 flashes per second)

0- 100% smooth dimming via DMX, flicker free, control individually
AC 100-240V - 50/60Hz,auto-range

Max Power Consumption  285W

Connection
Cooling Way

IP Rate
Size and Weight

Keywords:

4x100W,3200k/5600k , High Bright Blinder, Dimmer, Flicker Free,

Controllndividually

2/6/12CHS DMX, 4 button control panel, LED menu display
3-pin DMX in/out (5-pin Is customized), PowerCon In/Out
Die-cast aluminum ,IHNC fans cooling

IP20,indoor

21.6"x17.3"x8.66" (550x440x220mm)16.61bs(8.3kg)




Beam Wash L6 Pixel Beam K7

Light Source 6x60W RGBW LEDs Light Source 7x15W RGBW or 7X30w RGBW LEDs
Pixel Tech Each LED can be controlled Pixel Tech Each LED can be controlled individually
individually Beam Angle 4
Linear Zoom 3.5°-45° Pan & Tilt Infinity pan and infinity tilt @@@WWW\
Pan & Tilt Infinity pan and infinity tilt Connection PowerCon in/out, DMX in/out
Connection PowerCon in/out, 3pin and 5 pin Running Mode DMX(12/15/39CHs), auto-run,sound-
DMX in/out actived, master/salve
Color Effect RGBW color mixing and pixel Power Consumption 150Wmax for K7, 255Wmax for K7B

Size and Weight 22.8"x6.7"x5.9"(580x170x150mm)
19.2Ibs(8.7kgs)

control, color presets and macros
Running Mode DMX(25/45CHs), auto-runsound-
actived, master/salve

i i 25.4"x8.7"x16.17(645x220x410 Koynaras:
Fee R s e ) Sharp and Bright LED Beam, Pixel Tech, Infinity Pan/Tilt
36.31bs(16.5kgs)

Keywords:
6x60W RGBW LEDs, Beam Wash 2-in-1,
Linear Zoom, Pixel Tech, Infinity Pan/Tilt

Shine Line 12QL/6Q Pixel Zoom Bar

Light Source 12x40W RGBW LEDs / 6X40W RGBW LEDs Light Source 9*60W 4IN1 RGBW LED, average lifespan over 50,000 hours
Beam Angle 4°to 45° Beam Angel 3.5°-40°
Pixel Tech Each LED can be controlled individually Dimming 0-100% linear dimming
Tilt Angle 220° manually Tilt 270°, accuracy 0.86°/step, fine-tuning accuracy: 0.0034°
DMX Control Channels 12Q: 16/21/52/64CHs, 6Q: 14/15/27/39 CHs Running Mode DMX512(20/25/61CHs), Mater-Slave, Auto Run, Music, RDM
Power 12Q: 600Wmax, 6Q: 280Wmax Lens Glass light guide + PMMA high-quality optical lens
Strobe 1-20 times/second IP Rate 1IP20
IP Rate IP20 Display Board 1.8" TFT color display with 180° reversible
Size and Weight 12Q: (39.6""x3.9"x15.15")1005x100x385mm35.71bs(16.2kgs) Date In/Out Socket 3 PIN XLR DMX In/Out Power-CON Power In/Out
6Q: (20.1"x3.9"x15.15")510x100x385mm15.91bs(7.2kgs) Size and Weight 39.2"x5.9"x11.57(996x150x291mm) 44.11bs(20kgs)
Keywords: Keywords:
12/6x40W RGBW LEDs, 4° to 45°Linear Zoom, Pixel Tech 9*60W 4-in-1 RGBW LEDs, Wash effect, 3.5°-40° liner zoom, Pixel Tech

- = -
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Shine Bar 18Q IPM Strobe 960

Light Source 18x15W RGBWA-UV 6-in-1 LEDs, 50,000 hours lifespan Light Source 720W 6500k LEDs, 144pcs SMD3535
Pixel Tech Every LED can be controlled individually 5W 6500K LEDs
Power 270W, AC90V-240V/50-60Hz Pixel Tech 240W RGB LEDs, 8 section individual
Beam Angle 15, 25, 45, 60 degree for option control, 480pcs 5050 0.5W RGB 3in1 LEDs
Connection PowerCon In/out Linear Zoom 185°
Dimmer 0-100% Running Mode 7CH/14CH/42CH/15CH/43CH
Running Mode DMX512(8/11/41/113CHs) master-slave,stand-alone,sound active Dimmer 0-100% 32bit
Effects Dimming, strobe, gradual change, any color mixing Strobe 1-20 times/second
Cooling Way Die-cast aluminum body,natural convection IP Rate IP65
Distance 10-100m Installation Methods Floor stand or hanging rigging
IP Rate IP65 Size and Weight (19.68"x 12.44"x6.7") 500x316x170mm
Size and Weight 39.8"x3.6"x6.4" (1000x92x163mm)17.6lbs(8kg) 32.561bs (14.8kgs)

Keywords: Keywords:

960W LED Strobe, LED Tube, Background RGB Colorful,
Super Bright, IP65 Outdoor, Motorized Tilt

Wall Wash Bar, IP65, Pixel Tech

Theater Bar
Light Source COB 45W+45W, lifespan 50,000 hours Follow Light 550w/800w LED

Filed Angel 15°/25°/35°
Dimming 0-100% linear dimming
Running Mode DMX512(1/3/4/5/6/8/10/20/25/27CHIs), RDM, Master/slave, Sound LightSourme Salwiatlw LED BSU0K
CRI Ra>90 Color Temperature 6500K+5%
e - Power 550W, AC 100V~240V / 50~60Hz
IP Rate P20 Beam Angle Manual 2.5°~6°
Display Board LCD TFT1.77 display Color Wheel 5 colors(Red Yellow Orange Green Blue) + white
Date In/Out Socket 3 PIN or 5pin XLR DMX In/Out Power-CON Power In/Out Dimmer 0-100%
Size and Weight 39.4"x5.63"x4.65"(1000x143x118mm) 18.74Ibs(8.5kgs) = FOEUS, Zogm, iNsh, irgst
Ra >80
Keywords: Distance 10-100m
Warm White, Amber, COB 45W+45W LEDs,, CRI, Linear Zoom Size and Weight 23.6"x7.6"x8.3" (600x193x210mm) 25Ibs(12kg)
Keywords:

LED Follow Light, Compact Size, Super Bright




Aurora Profile FC Aurora Fresnel 350

Light Source LED 280W COB lamp,6 colors in-1(Red, Green, Blue, Light Source 350W CW WW LEDs, lifespan 50,000 hours
white ,Amber, lime-green), over 50,000 hours lifespan Brightness 3,633 lux @6m, 15°

Color Temperature 3,200-6,500K 923 lux @6m, 55°

CRI =95 Color Temperature 2700 to 6400 K

Beam Angle 19, 26, 36, 50 degree, other degree can customized CRI =96

RDM Yes CQS and TLCI =296

Power 300W, AC 100-240V-50/60Hz, auto-range Beam Angel 10°- 50°

DMX Channels 6/8/10 CHs Dimmer Mode 8&16 bits

Display 4 button touch screen, LED menu display Strobe Rate 0-30 Hz

Connetion DMX In/Out,power-con In/Out Running Mode DMX512(2/3/4/5/6CHs), RDM

Size and Weight 29.5"x14.1"x13" (750x360x1330mm)271bs(12.3kg) IP Rate IP20

Date In/Out Socket 3 PIN or 5pin XLR DMX In/Out
Keywords: Size and Weight 18.9"x12.8"x17.5"(481x324x444mm)
Full Color Leko, CTO 3200-6500K Linear, Professional Leko, RDM )
Keywords:

Full color, Warm white, Cold white, Fresnel 350W

LED HD Profile /Leko 300W Aurora Fresnel VW

Light Source 300W LED source Light Source LED Chip 350W, warm/cool white, 2-in-1, 50,000 hours lifespan
Color Temperature 3200k, 5600K, 6500K optional Hrightness SO0 By 1 SS0LUKE S A
CRI >95 Color Temperature 3200-5600k
Beam Angle 19, 26, 36, 50 degree, other degree can customized Sl 19-45"
RDM Yes B 205
Power 320W, AC 100-240V-50/60Hz, Auto-range Hedd L R L SR L e L
DMX Channels 6/8/10 CHs Running Mode DMX(1/2CHs), manually
Display 4 button touch screen, LED menu display Dimmer 0-100%, 16-bit dimming of master dimmer and individual colors
Connetion DMX In/Out,power-conin/out, RDM Matieral Die-cast cover, fresnel Lens
Size and Weight  29.5"x14.1"x13"(750x360x1330mm) 27Ibs(12.3kg) Size A AeIont kI Ao RN ST MR DIRS(55G)
Keywords:
Keywords: Warm/cool White 2-in-1, Fresnel

One Color Leko, Profession Leko, RDM




LED HD Fresnel 200w/300w Lite Panel Pro X

Light S 1024 SMD3528 LED RGB total 220W /1024 SMD3528 LED White, total 200W
Light Source LED 200W or 300W 3200k/5600k LED source C'gj Tource t 3200pg:[)0;< rom— ;gB — pes 08
Brightness 200W: 499 Lux @5m 19°, 140 Lux @5m 45° C;:’r emprature = - SERORSL e optiona
=
300W: 800 Lux @5m 19°, 250 Lux @5m 45° = !_\C RO SAn mamoti o oEn
Color Temperature 3200-6500k optional o.wer } i & )
Brightness 1325 LUX @ 2M 120° warm white 3,200K
hedatibaltl Ui 1500 LUX @ 2M 120° | white 6,500K
CRI 595 . ; @ cool white 6,
Power 230W, AC 100-240V - 50/60Hz, auto-range R'mm_er = DTAT;,' g o — e e —
iy Kiade DMX(1/2CHs), manually unning Mode ! ( ; ), auto-run, mater/slave,sound active mode, color mode,
Dimmer 0-100%, 16-bit dimming of master dimmer and individual colors ca Ll
: ; Size and Weight  20.5"x11"x5.9”(520x280x150mm) 18.3Ibs(8.3kg)
Matieral Die-cast cover, fresnellens
Size and Weight 15"x15"x8.93",(381x380x227mm) 16.8lbs(7.5kg)
Keywords:
Very Equal Light, Accurate Color
Keywords: Temperature, Quiet Design

Fresnel Light, RDM

Aurora Pendant COB (House Lighting) FilmPanel X2

Light Source 200W RGBW 4-in-1 LED COB Light Source SMD3030 5054
Color Temprature  2800-9000K linear CTO Filed Angel 110°
CRI =05 EET 2700to 10000 K
Beam Angle 60° CRI =297, R1-R12295
Wireless DMX Optional Running Mode DMX512, RDM, Master/slave, Art-Net, Scan
Dimmer 0% - 100% IP Rate IP20
Connection PowCon in, DMX in/out Date In/Out Socket  RJ45+3pin XLR or 5Pin XLR Power-CON Power In/Out
Running Mode DMX(4/5/7 /9 CHS), auto-run, mater/slave, sound active mode, Size and Weight 29"x19.9"x7"(737x506x178.5mm) 261bs(11.8kgs)
color mode, show mode
Power AC 100-240V-50/60Hz, 230W
Keywords:

Size and Weight  21.5"x6.89"x6.89"(547x175x175mm) 13.41bs(6.1kg) War RIS CHl RIS

Keywords:
Full color, Full CTO 2800-9000K, DMX control




Handy Par

Light Source 6x15W RGBWA-UV 6 colors in one
Battery Powered 8,800 maH volume. (On full charge, can last for
6 hours full on, and 10 hours on auto mode)

Control Mode Wireless DMX, remote, DMX(6/10ch), auto run,
sound-active,mater/slave, Wi-Fi

Power 108W AC100-240V 50Hz/60Hz
(orintegrated rechargeable battery)

IP Rate IP20

Connection DMX in/out, Power-Con in/out

Size and Weight 5.4"x5.7"x7.3" ( 138x145x184mm ) 7.6lbs(3.5kg)

Keyword:

Battery Powered, Wireless, Wi-Fi, Remote, 6x15W RBGWA-UV 6-in-1

Battery Par 9 Wireless

Light Source 9x15W RGBWA-UV 6-in-1 LEDs

Battery Powered 13,200 maH volume. (On full charge, can last for 6 hours full on, and 12 hours on auto mode)
Beam Angle 25°,45°, 60° optional

Control Mode Wireless DMX, remote, DMX(6/10ch), auto run, sound actived,mater/slave

Power 140W AC100-240V 50Hz/60Hz (or integrated rechargeable battery)

IP Rate IP20

Connection DMX in/out, PowerCon in/out

Size and Weight = 7.9"x11"x9" ( 200*278*230mm )7.51bs(3.4kg)

Keywords:
Battery Powered, Wireless DMX Control, Remote Control,
Rechargeable Flight Case

IPStorm Par 12

Light Source 12x 15W 6-in-1 RGBWA-UV LEDs
Battery Powered 19,200 maH volume. (On full charge, can last for 6 hours full on,

and 12 hours on auto mode)

Beam Angle 25°,45°, 60° optional
Control Mode WiFi, remote, wireless DMX, DMX(6/10chs), auto-run, mater/slave, sound-actved
Power 210W AC100-240V 50Hz/60Hz (or integrated rechargeable battery)
IP Rate IP65
Connection DMX in/out, PowerCon in/out
Size and Weight 8.3"x9.7"x9.8"(210x246x250mm) 9.5lbs(4.3kg)
Keywords:

Battery Powered, Wireless DMX, IP65 Outdoor, WiFi Control,
Wireless DMX Control, Remote Control,
Rechargeable Flight Case

Rose Par 18

Light Souece 18x15W RGBWA-UV LEDs

Brightness 20,100 Lux @1m, 6,140 Lux @2m

Beam Angle 25°,45°, 60° optional

Color Full color, 16-bit color mixing

Control Switch set for digital data assignment and stand alone

operation control, master or salve, auto-ran, controlled
by DMX controller

Channels 6/10CH
IP Rate IP65
Power AC100~240V,50/60HZ

Size and Weight  11.8"x15.7"x4.8" (300x400x120mm) 15.41bs(7kg)

Keywords:
IP65, Bright, Excellent Color Mixing



Easy Par 18

Light Source
Brightness
Beam Angle
Color

Running Mode
IP rate

Power

Size and Weight

Keywords:

18x15W RGBWA-UV LEDs

20100Lux@1m 6140@2m

25°,45° 60°optional

Full color, 16-bit color mixing

DMX(6CH/10CH), auto-run, master/salver

IP20

AC100~240V,50/60HZ

8.3"x11.8"x12.2" (210x300x310mm)6 Ibs(2.7kgs)

Indoor Par Light, Quite Design

Strong Par 18

Light Source
Brightness
Beam Angle
Color

Running Mode
IP Rate

Power

Size and Weight

Keywords:

18x15W RGBWA-UV LEDs

20100Lux@1m. 6140@2m

25°,45° 60°optional

Full color, 16-bit color mixing
DMX(6CH/10CH), auto-run, master/salver
IP65

AC100~240V,50/60HZ
9"x13.8"x11"(230x350x280mm)13.2lbs (6 kg)

IP65 Outdoor Par Light

LED Dance Floor

1.DF2.2 Infinity

Magnet Wireless LED dance, 2x2 feet, Infinity 3D

Light source: SMD5050 3 in 1 LED,Lifespan: 250,000 hours.

Input voltage:100-240v AC, Max power: 15W/pcs

Dimension(mm): L600*W600*H70mm ( 2x2 feet),Net Weight: 13.2KG (26.4Ibs)
Surface material: Tempered glass,Base housing material: Plastic

Over weight: 500KG/m’

Control mode: SD control with DMX512,Remote, WIFI,

sounds active, PC control ( Matrix acceptable)

IP rate: IP55,Working temperature: -20~ +45°C

LED Dance Floor

2.DF2.2FC

Magnet Wireless LED dance floor ,2x2 feet,Digital

Light source: SMD5050 3 in 1,Lifespan: 250,000 hours.

Input voltage:100-240v AC, Max power: 15W/pcs

Dimension(mm): L600*W600*H70mm ( 2x2 feet),Net Weight: 13.2KG (26.4Ibs)
Surface material: Tempered glass,Base housing material: Plastic

Over weight: 500KG/m’

Control mode: SD control with DMX512,Remote, WIFI,

sounds active, PC control ( Matrix acceptable)

IP rate: IP55,Working temperature: -20~ +45°C




LED Dance Floor

3.DF2.2 Digital

Magnet Wireless LED dance floor ,2x2 feet,Digital

Light source: 8x8 SMD5050 3 in 1,Lifespan: 250,000 hours.
Resolution (L*W) : 8*8

Input voltage:100-240v AC, Max power: 15W/pcs

Dimension(mm): L600*W600*H70mm ( 2x2 feet),Net Weight: 13.2KG (26.4Ibs)

Surface material: Tempered glass,Base housing material: Plastic
Over weight: 500KG/m’

Control mode: SD control with DMX512,Remote, WIFI,

sounds active, PC control ( Matrix acceptable)

IP rate: IP55,Working temperature: -20~ +45°C

SparkX- Cold Spark Machine

SAFE: Electronic spark output, fire-free, smokeless and non-toxic,safety operate at 68F degrees
ENVIRONMENTAL FRIENDLY: using metal powder, without chemical

Height: Spark effect up to 5m, 1 to 16 feet

wireless :Control without cable up to 30m and controlled by DMX.
1 bag Spark machine granules last up around 15mins.
AC110v,50hz, Power consumption is 550w.

Easy Stage

Easy Stage is very good design, itis Very easy to setup, easy to carry. Size 4x4 ft. height infinity

adjustable 2-3.6ft = 60-110cm, Also on the base have Micro-adjustment rubber.

when package the size is 122x122x9cm = 4x4x0.3 ft, the 4 legs is attached on the plate,

very easy to carry and very strong design

weight: 30kg(661bs)
Size: 122x122cm = 4x4 ft
Height: 60-110cm infinity adjustable = 2-3.6ft

Key Words:
4x4 ft size,2-3.6ft height adjustable,with micro-adjustment,
Easy to install,Easy to carry, compact size

Truss 290

(ARTFOX Truss is compatible to connect along with many other
F34 series major brands that utilize the same conical connection)

size: 290x290mm

Main Tube: 50x3mm

Vice Tube: 25x2mm

Brace: 25x2mm

Length: 500mm, 1000mm, 1500mm, 2000mm,3000mm, 4000mm

Key Words
It can make 0.5m, 1m, 1.5m, 2m, 2.5m and 3m.

Junction Block

F-JB4W Includes 4 Way 16 Half Conical Couplers
F-JB2W Includes 2 way 8 Half Conical Couplers

To Fit Standard F34 Square Truss Configurations.

STRAIGHT SEGMENTS

Height: 11,42in / 290mm Width: 11.42in / 290mm Main Tube: 2in / 50mm

Braces: .75in/ 20mm Wall thickness: 0.078in/2mm

Key Words:
Square Truss Junction Block




Crank Tower System Customer show examples:

The Crank Tower System is ideal for event light riggers, mobile DJs, bands,
music festivals, hotels, schools, bars, clubs, trade shows and more.
Itis easy to carry because there are 4 wheels on the foot and 4 wheels on the side

One pair parameter:
Minimum stand height :6.67 Ft (2m) T
Maximum stand height:18 Ft (5.5m) S B
Maximum vertical load capacity - 5001bs @ 18ft i
Maximum vertical load capacity - 2000lbs @ 6.67ft =
under 50001Ibs, freely to lift up and down

Each one crank:
Size: 20"x24'x80"(500x620x2000mm)
Weight: 160lbs(73kgs)

Letter of Thanks

Show Tower System

This system can support up to 8,0001bs per tower to heights of up to 30ft.
These systems are normally used with a minimum of four towers (like a table)

Dear customer,

to support a truss frame or roof system. Sometimes, using 2 towers to hang an We just want you to know that we truly enjoy working with you and feel very honored to be
big LED display and sounds system. your choice.

Jng setShow.TowerSy.stemmcludmg: ___-;g‘ Your business is much appreciated, and ARTFOX will do our very best to continue to meet
Tower Base with extending legs =

F34 SQUARE TRUSS 3.28 feet ( 1m, 2m,3m are available) A yourtiseds,

4pcs Outrigger Brace Tubes with clamps A R

Sleeve Block 4-Way Junction box Your continuous patronage and suggestions are a vital part of our growth. And for that, we
Truss Top are most grateful.

4 Hinges

Thank you very much for your order again. Please don't hesitate to contact us at any time.

Sincerely.

ARTFOXTEAM
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