SKY BEAM 7R

USER MANUAL



SAFETY INFORMATION

« MINIMUM DISTANCE OF I UMINATED OBJECTS

12 metres (39

) from the fens of the profor.

« inimum distance from flammable materils

every point on the surface of th fting

+ Mounting surtaces
Itis pormisibe o mount the fiting on normallyfammable suaces

+ Maximum amblent temperature
C10e° )
1P20 protection rating
over 12mm (0.4
aigt2), ain, sl

«Protection against sectrical shock

‘according to standard EN 60598-1).
Iti, moreove, ocommended 10 prolct th supply ines of the projecors rom iniect contact

+ Connection to mains supply

as gven on he alectical dat abel.

« Temperature of the external surace

stady tae, i 100°C 212°F)
« Maint

Boloro staring any maintanance work or cleaning the pojecor, cut off power from the mains

supply.
After swiching o, do no remove any pars of th fiting, 0 avoid geting burnt for a least 35

mountedand, f visibly damaged, hey have 1 be eplaced wih genune spare.

« Lamp

apparas.

- Immediaely replace the lamp f damaged ordeformed by heal,

+Battory
This product cortains a rechargeable leadacid batery. To preserve the enironment, plesse

femove the batery rom the produc are avaiable on

ey are subjct
- Low Voage 200685CE
-« Electomagnetc Compaiily 2004108CE




MECHANICAL DETAILS

FOCUS :
Linear focus
Motorized Linear Focus

ZooM:
speed adjust, 0"- 3
Motorized Linear Zoom

GOBO WHEEL
1 fixed gobo wheel

17 interchageable gobos+open

Gobo shake function

Rotation with strear effect

Forward and reverse rotation

COLORS :

One wheel with 14 colors with white,

With BOODK color temperature correction fim
With color offset adjustment function

With Halllocation function

PRISM -

Two Prisms: 16 circular + 116 Gircular +6 linear
With speed adjustable and variable direction

STROBE -
| 112timesls,

112FPS

Variable Speed Shutter/Strobe; and 0-100% Mechanical

FROST

With frost function
With frost speed adjustment

DIMMER :
Independent dimmer channel
0-100% finear dimmer

HEAD MOVEMENT

Pan 540 Tilt 270° with auto-correction function
With independent panitil speed adjustment _8/16 bit
Resolution: Pan =2.11° , Pan Fine = 0,008 , Tit = 0.98" , Tilt Fine =

OTHER FUNCTION :
Adjustable Pan & Titt speed

Fixture and lamp usage time display
LCD display menu in English
Energy saving function of the ballast
Adjustable fan speed




FEATURES - DETAILS

Two Prisms
16,20 DMX channels

DX mode, Auto Test, Sound Active Test
PowerCon in/out

Macro function

Reset, lamp on or offcan be controlled by controller
Motors: 13 step motors

Cooling:Forced ventiation with axial fans.

oot e Pan /TR posioring

+ Touch Screen + Press Butto

TECHNICAL INFORMATION

Product Name:  SKY BEAM 7R Housing :

Composie plastic

Voltage : 100V--/240V AC, 50/60Hz Pt ol

Gross Weight : 23Kg

Electronic ballast / Electronic Power supply e e eSSt
jon: 300W AC220V/SOHZ IP rating: IP20

Input signal isolating protection

Lighting Source.
Lamp: Philips MSD R7 230W
Lumen Output: 20, 000120m
Philips lamp:400,0001ux@5m
Color Temperature:3000K
Socketsingle ended

‘Any Working Position
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Distance m (tt in)
Diameter m (1t in)

Zossnonsond

PHOTOMETRIC DIAGRAMS

Standard (3.8+)

50760 (5552) 14940 (1388) 6640 (677) 3735 (347)
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‘GOBO AND COLOR WHEEL




BODY SIZE

‘CONNECTION DIAGRAMS
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INSTALLATION FLOOR AND HOOK CLAMP

CONNECT POWER PLUG







Menu Detail

DMX Address
FEATURES szmnc
DMX, WIRE, AUTO
Chantiode: SMAL, STD, DEFE
X Reverse FF, ON
¥ Reverse: OFF, ON
X. Angle: 540, 360
XY Fback: ON, OFF
SignalClear: ON, OFF
Full Color: OFF, ON PG ABE
Shortcut: OFF, ON Smal Mode:

Colorful Touch Screen

0-255
0-255
0-255
0-255
0-255
0-255
0-255
0-255
Use. Mang
Fact. Set.
MANUAL:
RESET:
ALL MOTER: YES/NO
TEST RU
SOUND
SMULATE DMX
CH1 - CH32: 0-255
SYSTEM INFO:
DMX VALUE:
CH1-CH32: SHOW RECENT DMX VALUE
OTHER INFO:
RUN TIME, RUN COUNT etc informations
ERROR INFO:
DISPLAY SETTING:
Brightness: 1-7 level
LightDelay' on, off
MenuBack: on, off
Flicker: on, off
LAMP SETTING:
Default: on
Manual OFF
Electronic: on

Screen Reverse

Language: English, Chinese



DMX Channels

Small | Standard | Channel Name | DVIX Value Function
=] White
58 WhiteColorl
912 Colorl
17 Colorl 2
21 Color2
25 Colo2+3
29 Colors
- Color3 4
- Colord
4 Colord+5
434 Colors
475 Colors+6
525 Color6
565 Color6+7
0 Color7
Ix Color7+8
! ! Color 9- Color
3 Color8 9
7 Colord
X Colord+10
X Colorl0
X Color10+11
X Colorl 1
E Colorl 1+12
5 Colorl2
- Color12+13
5 Color3
- Color13+14
- Colorld
75 Colorl 4+ White
28191 CCW Color strem
192255 CW Color strem
03 Closed
+103 Strobe Fast>Slow
104-107 pen
2 2 Strobe 108207 Strobe Fast>Slow.
208212 Open
213251 Random Strobe
252255 Open
3 3 Dimming 0255 0-100% lincar dimming
03 White
4 4 Gobo a7 Gobol
I Gobo2




5
15 bod
23
27
4 o
»] o
X o
X o
X obol5
646 obol6
871 obol7
211 CCW Gobo strem
4 4 Gobo 2117 Whit
8159 © wream
0- obol Shake
7 obo2 Shake
3 obo3 Shake
180-
186- obos Shake
o2
99204 obo? Shake
bo8 Sha
0 Shake
1 Shake
2 Shake
3 Shake
4 Shake
obol Shake
hite
5 5 Prisms Prisml
ism2
Prisml +Prism2
127 Prism position
128-190 CW Prism Rotate Fast=Slow
6 6 | Prism Rotting i S
193255 CCW Prism Rotate Slow—Fast
7 7 Macro 255 Buit-in Macro
s s Frost 255 Tincar 0-100% frost
9 o Focus 255 0-100% Focus
10 [ 10 Pan 255 Pan
0 i Pan Fine 255 Pan Fine
2 | 12 il 255 il




[ENN ] Tilt Fine Tilt Fine
14| 14| PTspeed 0:255 Pan and Tilt Speed
515 Reset 255 Tol Reset
665 Lamp off
R Lemp 175150 Lamp On
17 Reserve 0255 Reserve
Color Wheel
s 0255 >slow
1 i 2 Color Wheel Speed fast->slo
Gobo Wheel N N
19 pedly 0255 Gobo Wheel Speed fst>slow
0 Reserve 0255 Reserve




